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FUSION+ T E C H N O L O G I E S

  1 0 0  X  5 3  M M  F I E L D  O F  V I S I O N  

  E R G O N O M I C  S H A P E - M E M O R Y 
H E A D B A N D  

  S O L A R  O R  B A T T E R Y  P O W E R E D  A D F  

  P E R M A N E N T  U V  A N D  I R  P R O T E C T I O N  

Welding and 
style
Inspired by the best assets of its predecessors, FUSION+ brings fantastic optical performance 

and greater comfort to the range. Suitable for all welding, FUSION+ is the very essence of 

innovation.

SUPPLIED WITH : PROTECTIVE BAG

 18.52 oz

NON-CONTRACTUAL PICTURES

 B O L L É  S A F E T Y   W E L D I N G



b o l l e - s a f e t y . c o m

98 X 51 MM 4

148 0.1  S

10 MM DIN 5-8/9-13

100 X 53 MM DIN 4

1/1/1/2

Europe Headquarters
34 rue de la Soie
69100 Villeurbanne
France
P : 00 33 (0) 4 78 85 23 64

USA Office
2810 Caribou Court, Suite 160
Carlsbad, CA 92010
United States of America
P : 800 222 6553

U.K. & Ireland
Unit C83 - Barwell Business Park 
Leatherhead Road - Chessington
Surrey - KT9 2NY - UK
P : 00 44 (0)208 391 4700

Asia-Pacific Office
32-40 Fairchild Street 
Heatherton VIC 3202
Australia
P : 1300 138 098

M A D E  I N :  CN D A T A S H E E T :  02-19-2025

SOLAR ENERGY - 1X CR2032

D I M E N S I O N N U M B E R  O F 
D E T E C T O R S

W E I G H T R E A C T I O N  T I M E

T H I C K N E S S VA R I A B L E  S H A D E S

F I E L D  O F  V I S I O N C L E A R  S T A T E

C L A S S E S P O W E R  S U P P LY

E L E C T R O - O P T I C A L  F I L T E R S E N S O R

K N O W  M O R E 
A B O U T 

M A R K I N G S :

O R  S C A N :

 B O L L É  S A F E T Y   W E L D I N G

C L E A N I N G :  The lenses should be cleaned regularly. Bollé Safety recommends only 
using the B-clean lens cleaning system.

M A I N T E N A N C E :  Pitted, scratched or damaged lenses must be replaced by replacing 
the complete product. If the frame is damaged also replace the complete product. After each 
use it is recommended to keep the glasses or goggles in a microfiber pouch or rigid case.

S T O R A G E :  All products must be stored in a dry and clean environment.

C L E A N I N G  &  S T O R A G E

G E N E R A L  S P E C I F I C A T I O N S

COATED ELECTRODES, MIG /  MAG, TIG, 
PLASMA, GRINDING 2 YEAR(S)U S E W A R R A N T Y

F U S I O N + P A C K A G I N G  &  C O D E

SINGLE:
Size: 11.42 x 9.65 x 8.27 in.

INNER BOX: 
Size: xx ft. 
Weight:  lb.

OUTER PACK:
Size:  x  x  ft. 
Weight:  lb.

PRODUCT DESCRIPTION REFERENCE LENS MARKING FRAME MARKING STANDARD

WELDING HELMET - VARIABLE WELDING SHADE 4/5-8/9-13  40121  Z87+W4/W5-W13 ANSI Z87.1-2010
UPC: 054917303808

EAN: 3660740017538
UPC: 054917303808 
EAN: 3660740117535

UPC: 054917303808
EAN: 3660740217532

ELECTRO-OPTICAL FILTER - VARIABLE WELDING SHADE 4/5-8/9-13  40122  Z87+W4/W5-W13 ANSI Z87.1-2010
UPC: 054917303815

EAN: 3660740017514
UPC: 054917303815 
EAN: 3660740117511

UPC: 054917303815
EAN: 3660740217518

CUSTOM CODE: 6506103075  WARNING: Can expose you to Bisphenol-A (BPA), a carcinogen and reproductive toxicant. See www.P65Warnings.ca.gov. 

https://flowcode.com/p/cYzxrEb4A
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